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Matt Bolster, Heather Donahue, Bob Stackhouse, Pete Logiodice
Review of proposed Ordinance changes-
#1 Review of Home Enterprise Ordinance (pg 13-17 in Ordinance book): currently there is a 50 ft set back from the road for buildings to be used for this purpose.  Discussion centered around opening more properties in town to be used for this purpose if the setback were not as restrictive, to spur economic development.  
Committee recommends changing the setback to 30 ft.
#2  Review of the Home Occupation Ordinance(page 13-18 in Ordinance book): currently ordinance requires the profession be ‘carried out wholly within the dwelling’ which would require no equipment or supplies used in the business can be located outside the buildings. The committee discussion focused on the question of allowing a fenced area outside a building to contain materials or equipment for the profession. Example would be mowers and equipment for a land care business. 
Committee recommends.
#3 Pesticide/herbicide ban for public properties.  CEO forwarded Maine Statute Title 7 subsection 625 for Right of Way spraying that refers to the rights of towns to have no-spray agreements with utilities and state department of transportation. This is already in place should the town request it. The ordinance review would refer to spraying herbicides and pesticides on town owned properties (parks, building grounds, library) and would prohibit the town departments and contractors for the town performing work on town properties from applying these substances.
The committee recommends developing an ordinance to this effect.  The committee also recommends obtaining public presentation resources about the effects of  herbicides and pesticides, to be presented to the town council and the public. 
The committee asks if the Planning Board creates the language for the ordinance?
#4 MUBEC- building codes are restrictive and many of the towns surrounding Pittsfield do not have to follow them since they do not meet the population requirement (>4000).  This puts Pittsfield at a disadvantage when creating new building developments for homes and businesses as it is more expensive.  Unfortunately, this is a state mandate that we follow MUBEC so we can’t opt out of it.  The question followed about tiny homes and whether they are allowed in Pittsfield. The committee discussion generally agreed that tiny homes can provide an opportunity for smaller investment to homeownership and a good alternative for people that do not need or want larger homes. Smaller is ok as long as the plumbing and wiring codes, etc are followed.  MUBEC now allows for tiny homes to be built. Committee Chair will find language around this in the MUBEC.
Committee recommends allowing tiny houses as MUBEC rules are followed as smaller homes than the required minimum footage are acceptable.
MUBEC rules around tiny homes:

2015 International Residential Code
APPENDIX V TINY HOUSES
CHAPTER PART AV101— GENERAL
AV101.1 Scope. This appendix shall be applicable to tiny houses used as single dwelling units. Tiny houses shall comply
with this code except as otherwise stated in this appendix.
CHAPTER PART AV102— DEFINITIONS
AV102.1 General. The following words and terms shall, for the purposes of this appendix, have the meanings shown herein.
Refer to Chapter 2 of this code for general definitions.
EGRESS ROOF ACCESS WINDOW. A skylight or roof window designed and installed to satisfy the emergency escape and
rescue opening requirements in Section R310.2.
LANDING PLATFORM. A landing provided as the top step of a stairway accessing a loft.
LOFT. A floor level located more than 30 inches (762 mm) above the main floor and open to it on at least one side with a
ceiling height of less than 6 feet 8 inches (2032 mm), used as a living or sleeping space.
TINY HOUSE. A dwelling that is 400 square feet (37 m ) or less in floor area excluding lofts.
CHAPTER PART AV103— CEILING HEIGHT
AV103.1 Minimum ceiling height. Habitable space and hallways in tiny houses shall have a ceiling height of not less than
6 feet 8 inches (2032 mm). Bathrooms, toilet rooms, and kitchens shall have a ceiling height of not less than 6 feet 4 inches
(1930 mm). Obstructions shall not extend below these minimum ceiling heights including beams, girders, ducts, lighting
and other obstructions.
Exception: Ceiling heights in lofts are permitted to be less than 6 feet 8 inches (2032 mm).
CHAPTER PART AV104— LOFTS
AV104.1 Minimum loft area and dimensions. Lofts used as a sleeping or living space shall meet the minimum area and
dimension requirements of Sections AV104.1.1 through AV104.1.3.
AV104.1.1 Minimum area. Lofts shall have a floor area of not less than 35 square feet (3.25 m ).
AV104.1.2 Minimum dimensions. Lofts shall be not less than 5 feet (1524 mm) in any horizontal dimension.
AV104.1.3 Height effect on loft area. Portions of a loft with a sloping ceiling measuring less than 3 feet (914 mm) from the
finished floor to the finished ceiling shall not be considered as contributing to the minimum required area for the loft.
2Exception: Under gable roofs with a minimum slope of 6:12, portions of a loft with a sloping ceiling measuring less than 16
inches (406 mm) from the finished floor to the finished ceiling shall not be considered as contributing to the minimum required
area for the loft.
AV104.2 Loft access. The access to and primary egress from lofts shall be any type described in Sections AV104.2.1
through AV104.2.4.
AV104.2.1 Stairways. Stairways accessing lofts shall comply with this code or with Sections AV104.2.1.1 through
AV104.2.1.5.
AV104.2.1.1 Width. Stairways accessing a loft shall not be less than 17 inches (432 mm) in clear width at or above the
handrail. The minimum width below the handrail shall be not less than 20 inches (508 mm).
AV104.2.1.2 Headroom. The headroom in stairways accessing a loft shall be not less than 6 feet 2 inches (1880 mm), as
measured vertically, from a sloped line connecting the tread or landing platform nosings in the middle of their width.
AV104.2.1.3 Treads and risers. Risers for stairs accessing a loft shall be not less than 7 inches (178 mm) and not more
than 12 inches (305 mm) in height. Tread depth and riser height shall be calculated in accordance with one of the following
formulas:
1. The tread depth shall be 20 inches (508 mm) minus 4/3 of the riser height, or
2. The riser height shall be 15 inches (381 mm) minus 3/4 of the tread depth.
AV104.2.1.4 Landing platforms. The top tread and riser of stairways accessing lofts shall be constructed as a landing
platform where the loft ceiling height is less than 6 feet 2 inches (1880 mm) where the stairway meets the loft. The landing
platform shall be 18 inches to 22 inches (457 to 559 mm) in depth measured from the nosing of the landing platform to the
edge of the loft, and 16 to 18 inches (406 to 457 mm) in height measured from the landing platform to the loft floor.
AV104.2.1.5 Handrails. Handrails shall comply with Section R311.7.8.
AV104.2.1.6 Stairway guards. Guards at open sides of stairways shall comply with Section R312.1.
AV104.2.2 Ladders. Ladders accessing lofts shall comply with Sections AV104.2.1 and AV104.2.2.
AV104.2.2.1 Size and capacity. Ladders accessing lofts shall have a rung width of not less than 12 inches (305
mm) and 10 inches (254 mm) to 14 inches (356 mm) spacing between rungs. Ladders shall be capable of supporting a 200
pound (75 kg) load on any rung. Rung spacing shall be uniform within 3/8-inch (9.5 mm).
AV104.2.2.2 Incline. Ladders shall be installed at 70 to 80 degrees from horizontal.
AV104.2.3 Alternating tread devices. Alternating tread devices accessing lofts shall comply with Sections R311.7.11.1
and R311.7.11.2. The clear width at and below the handrails shall be not less than 20 inches (508 mm).
AV104.2.4 Ships ladders. Ships ladders accessing lofts shall comply with Sections R311.7.12.1 and R311.7.12.2. The
clear width at and below handrails shall be not less than 20 inches (508 mm).
AV104.2.5 Loft Guards. Loft guards shall be located along the open side of lofts. Loft guards shall not be less than
36 inches (914 mm) in height or one-half of the clear height to the ceiling, whichever is less.
CHAPTER PART AV105— EMERGENCY ESCAPE AND RESCUE OPENINGS
AV105.1 General. Tiny houses shall meet the requirements of Section R310 for emergency escape and rescue openings.
Exception: Egress roof access windows in lofts used as sleeping rooms shall be deemed to meet the requirements of
Section R310 where installed such that the bottom of the opening is not more than 44 inches (1118 mm) above the
loft floor, provided the egress roof access window complies with the minimum opening area requirements of Section R310.2.

#6 Review of Business Licenses for Lunch Wagons and transit businesses: recommendation is that the town staff (Town Clerk) be able to issue an initial license instead of the Town Council.  Rational for this change is that the council only meets twice a month and the Town Clerk is available on a daily basis to approve licenses. 
Committee endorses this change of language.
#6 Sewer Use ordinance: review ordinance to revise so that the homeowner is only required to dig to the edge of the road rather than to the location of the sewer main (which may be across the road and require state permitting to open the road to repair pipes. See Chapter 9 pg 7, article5.12
Committee agrees that this is common sense and that it is  a good idea for the Assistant Sewer and Water Superintendent to give an update about the sewers to the council
The committee chair asked the committee to briefly discussed plastic bag bans, costs, effectiveness, impact on businesses. No recommendation made. Committee chair would like to research further information and maybe public education sessions, work with recycling committee and community groups.
Submitted:1/29/19
Heather Donahue, Committee Chair
